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Pedestrians are finding it more challenging to cross safely at signalized intersections. WiAAPS exceeds all APS guidelines and is the
first of its kind to use web-based management, which enables traffic agency technicians to update and monitor the system remotely
over network communication lines via traditional workstations, laptops or any device that is web browser compatible. Real time
control capability allows the technician to download files directly to individual pedestrian stations or to an entire network.
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CENTRALIZED CONTROL The Advanced Pedestrian Coordinator [APC) is in continuous communication

I Designed for flexibility with software driven APC.

B Manages up to 8 phases.

M Any web browser device can be used to configure the system with Secure
Remote access to the APC when the cabinet is on a network.

B Amenu driven utility guides the user through setup and downloads.

M Night mode volume controls with Quiet Signals Technology.
Accommodate residential and evening business.

M Agendies can identify specific parameters for residential, retail, and industrial
areas and save them as a configuration templates
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Inpurs/Qutputs
Valume contral
Reporting

Synchronicity

Hight Mode
Vibration

Selectable Options
(options selected via
web browser)

with each Advanced Pedestrian Button (APE) in a network based, distributed control system. Direct APC Siz:flvfr:i ht 5X5.5X6" 6 Ibs
Ethernet access or remote network connection allow real time system monitoring and control of Power (W) / [Enm TREL w - r:as 7 2-}‘[} =
operating parameters. This communication provides the capability to upload files directly to T T 1'20 VAC
individual pedestrian stations or download reports generated by the APC. ngsm ; Wegight Sy 12x 175 7.01bs
KEY BENEFITS & FEATURES power LIV} 324 W
: e Data Rate 120 kb/second
. fﬂsy Installation  Meets MUTCD Guidelines Input Voltage APB 18VAC or 12-24VDC
« Web browser Access « Configuration Templates Switch life 100x 10°
« Ethernet Access « Event Tracking Log Dperational force < 3lbf
« 16 PPB / 8 Phase Control « Data Collection Operating Temp (range) = -34Cto+74(
» Remote Communication « Night Mode Volume Max Volume 100dE @ Im :
+Ped Faunt ﬂ.:a” Data » Sound Divectionality NN ?glj:llfzsm:{e‘-’i&gﬁgﬁv ;L:{ﬂ'ﬂfurgtt range
» 2-wire soluti Dnr i S’mﬁf le Menu Uti "fﬂ" Audio Qutput Options  Default plus 4 options
- NEMATS 2 Certified « Station Angle Adjust Microphone Frequency range 170Hz to 2.3 kHz
for Ambient Noise
DESIGNED FOR THE AGENCY Eﬁﬁrlz:l‘::é:tt:lrage, 0 = 100% Humidity Non-condensing

3000 med, 160 degree viewing angle,
stays lit until next walk phase.
Optically lsolated 36V AC/DC Peak
Adjustable, independent channels

Pedestrian Usage, Event Logging,
System Evaluation

Beaconing, Groups, Phases,
Movemnents, Intersections
Volume Reduction

During walk
Vib Pulse Call, Beaconing, Sync,

Walk time out, Locator Period, EP
Time, Vib Intensity

Sizes SXTIS 5X9 X125 915"
Signs MUTCD type and other. Braille,
INSTALLATION Engineering and Diamond grade film
: O o : available, cust ilable.
The APC is a shelf mount unit with inputs from the high voltage ban and Warrant 3:“ e, R e
outputs to the low voltage bay, and operating 120 v from the cabinet. All ) =
field runs are consolidated to a termination board typically mounted near ~  TESTTYPE COMPLIANCE
the bottom of the cabinet. APBs are connected to the existing field wires Functionality MUTCD 4E, TAC
and mounted to the pale. Transient Voltage NEMATS2
Protection
Mechanical Shock and
CONFIGURATION  TYPE Vibration
Interface Web Browser Antenna Bandwidth 902-928 MHz
Audio File Update LS8/ Wireless
Data Format sy
Firmware Upgrade Ethemnet/Wireless
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BLUETOOTH® ADD-ON
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Guardian Wave

The New Normal

* Place a call with the wave of a hand
¢ Typical and no-contact actuation
¢ Reduces the spread of germs and viruses

¢ No exclusivity — Available to all pedestrians without
smart devices

e MUTCD and TAC compliant

¢ Unique locator tone optional

¢ Independent systems — No equipment in the cabinet

e PedConnex™— Complete and intuitive configuration software

¢ Quiet Signal Technology puts the sound where
and when you need it

programming with i0S® and Android™

e PedCross™ App with Bump™ NFC
eliminates button contact

.

¢ Configuration templates for

Scan for more info fast programming

i0S is a registered trademark of Cisco in the US and is used by Apple under license.

Android is a trademark of Google LLC

1352 Topsail Rd. | Paradise, NL | AlL 1IH7
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e PedConnex™ Bluetooth® Utility— Wireless

The PedConnex™ App is available on the Google Play Store
and Apple App Store. Easy agency configuration in the
palm of your hands!

info@constructionsignsltd.com
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WIAAPS 2-Wire APB w Wave Sensor

7 ar

Wireless Advanced Push Button (WiAPB)
*WIAPB shown with Wave Option

I1SO 9001:2015 — Made in the USA

1.750

The Wireless Advance Accessible Pedestrian System (WIAAPS) now features
PedSafety’s “Wave” non-contact actuation sensor. Simply waving a hand 1-6” in front of
the sensor will provide all of the essential information and audible indications required
by the MUTCD and TAC.

The WIAAPS is the first of its kind to use a wireless radio communications network to
provide secure & reliable delivery of data in a mesh network. When connected to a
network, its web based utility can be remotely accessed for monitoring, station
configuration, data collection, and trouble shooting. The push button housing,
machined from solid 6061 T6 AL and stainless-steel materials, is virtually vandal proof.
An ADA compliant piezo driven push button is provided for typical actuation. All sounds
emanate from the front and side of the station where the pedestrian is positioned to
enter the crosswalk.

Key Features

o Typical and no-contact actuation

o No exclusivity — Touchless actuation Available to all pedestrians

o DigiMesh® networking protocol provides redundancy in the relay of information —
16 PPB / 8 Phase Control

Remote access communication via ethernet

Programming through ethernet, USB, or wireless

Stations can be powered independently or with existing field wires from cabinet
Unlimited sound file options available

Beaconing and Ping Pong features available

Quite Signal Technology (QST™) includes firmware settings for time of day
functionality combined with port baffles that provide sound directionality
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Part# Description

) 501-0931 WIAPB (Push Button)
Parameter Rating 501-0921 | WIAPB Wave (Push Button)
Operating Temperature Range -34°C to +74°C -30 °F to +165°F 501-0910 WIAPC (Controller)
Operating Force 3.0 Maximum
Switch Operating Life Greater than 100 Million Operations RBE |
Maximum Volume 100 dB @ 1 meter
X -
Design Compliance ]
Test Type Compliance
Functionality MUTCD 2009 -4 E, TAC 5398 54
Temperature and Humidity NEMA TS2
Transient Voltage Protection NEMA TS2 =
Transient Suppression IEC 610000-4-4, IEC 61000-4-5
Electronic Noise FCC Title 47, Part 15 Class B E D
Mechanical Shock and Vibration NEMA TS2 Wireless Advanced Pedestrian Controller (WiAPC'
WIAAPS PBS enclosure NEMA 250 - Type 4X
Electrical Reliability NEMA TS4

All certifications performed by Certified Independent Testing Laboratories.

Notes:
1. Applicable sections only of referenced standards
2. Al Specifications are subject to change without notice
3. All Specifications are Typical unless otherwise specified
4. Wave Option doesn’t change WiAPB size, compliance or specifications
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